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Technical supplement

Shower Base System ‘Concrete Set Down’

Step 1
Trowel in relevant tile adhesive into shower base set down  
and build up to achieve level surface.

Step 2
Place base into rebate and fit into adhesive ensuring the  
base remains level. 

Apply weight evenly across the base while adhesive cures.
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Reinforced
Concrete Slab

Waste water outlet shown
indicative. Connections & fittings

to comply with relevant regulations
and standards.

Apply compatible tile adhesive
as per table below. Follow relevant
data sheets for application and
installation method.

Selected puddle flange to
top of concrete surface.

MULTIPANEL Preformed
Shower Base.

Selected floor
waste system.

Selected continuous
waterproof membrane 
to concrete surface and
terminate into puddle
flange.
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Selected tiles.

Selected continuous waterproof
membrane to concrete surface

and terminate into pluddle flange.

Polyurethane compatible
tile adhesive.

25mm MULTIPANEL
Preformed Shower Base

Reinforced
Concrete Slab

10mm min

MIN – MAX
30 – 45mm

set downCOMPANY PRODUCT BUILD UP OPEN TIME

Mapei Adesilex P4 3 – 20mm 15 minutes

Sika PRIMER: Eco Prep N Prime to underside of MULTIPANEL. 
Then any Sika or Davco tile adhesive to meet  
required build up.

Kerakoil BIOGEL NO LIMITS 2 – 15mm 60 minutes 
BIOGEL Revolution 2 – 15mm 40 minutes




